
Start the System:
● Hold the tablet using the grip or set it down using its built-in stand.

● Wipe it with a KUBTEC-approved (see IFU) disinfection solution.

● Press the Power button on the right side of the Tablet. The software will load automatically.

● Insert the Probe (tip first) into a sterile cover if required.

● Press the Power button on the base of the Probe. Green LED on the handle lights when the Probe
is ON. Probe battery indicator appears at the bottom of the Main screen.

						   System Power Button

Select the Probe:
● When the Probe Selection screen displays, select

the Probe you want, then press Select Probe.

Probe Selection Screen

● When the selected Probe connects with the
Tablet, the LED on the Probe handle turns
blue. The system is now ready for use.

Probe LED Indicators

Select the Isotope:
Use the drop-down menu on the left side of the Main screen to select an isotope. To add another 
Isotope, press the + button on the Main screen.

Isotope Selection Main Screen
Select the Energy for the Isotope:
In the Scale Control at the top of the Main screen, press the energy you want to use.

Or, select AUTO.  We recomend 100 or 250 
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Perform the Procedure: 
● Ensure the green and blue LEDs on the Probe handle are lit.

● Slowly glide the tip of the Probe around the area containing the isotope.
● Probe sound gets louder and increases in frequency the closer it

gets to the isotope energy source.
● Loud, single beep occurs when the Probe precisely locates the first

node into which cancer has drained.
Probe Tip
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1 Minimum Threshold 
4 New Label Mode 
7 System On/Off
10 Probe Status
13 Measurement Controls 

2 Energy Scale Controls
5 Settings 10 Probe Status
8 Volume Control
11 Tablet Battery Status
14 Isotope Selection

3 Auto Mode
6 Labeled Nodes List
9 Probe Battery Status
12 Added Isotopes Status

Measurement Control: 
● With the Max option selected, the isotope energy peak shows below the RESET button.

If the RESET button is pressed, the maximum energy peak resets to 0.

● If any Energy Scale button is pressed when AUTO is selected, the AUTO scale
mode deactivates. To re-activate it, press the AUTO button.

● For Count, press the Avg button to toggle to the 10sec Count button. Press the count
button to achieve a 10 second count. Press reset for more counts.

To label (save) a detected node, press the button (No.4) The new node data is automatically labeled
(or you rename it) and stored in the Tablet. During shut down, data can be exported to a USB drive.

To replace the Probe battery, remove the battery cap, then remove the old battery. Insert the + 
end of the new battery into the Probe, then replace and tighten the cap. Do not replace the battery 
while performing a surgery. 

Shut Down the System: 
● Press and hold down the button on the Main screen until the screen goes dark.

● Clean and disinfect all system components using approved solutions named in the
Maintenance Chapter in the Instructions for Use.
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